o MATERIAL SAFETY bATA SHEET | DP M 535

(Auprovod.hv U.S. Dupartment of Labor “Essuntidly Sumil. a0 Farn 158 GOS 8

CHEM!CAL NAME: METHYL ETHYL KETONE

SYNONYMS:  2-Butanone CHEMICAL FAMILY  Ketones

FORMULA: cmccx:,t.H5 MOLECULAR WEIGHT  72.10

TRADE NAME AND SYNONYMS:  Methyl Ethyl Ketone

I. PHYSICAL DATA

BOILING POINT, 760 mm. Hg 79.6°C. (175.3°F.) FRCEZING POINT ! 86.3°C
SPECIFIC GRAVITY (H,0 = 1) 0.8061 at 20/20 C. VAPOR PRESSURE AT20 C. | 70 mm. Hg'
—_ T s SOLUBILITY :
Y_‘jf’_‘_’f_?_e'“sfly_"l"_ ;_‘_’___. -1 2% INWATER, ".by vt a120C. | 208
PER CENT VOLATILES 100 EVAPORATION RATE ' 57
BY Y_OLQME. R R (Butyl Acetate 1) v
APPEARANCE AND ODOR Clear liyuid; nonresidual odor.
Il. HAZARDOUS INGREDIENTS
' .
MATERIAL . ! k1 ' TLV (Uni
— .- . , .
Not aoplicable i
ISR - - . . {
e e e = e e e = et o= . |
i
. FIRE AND EXPLOSION HAZARD DATA
FLASH POINT | c AUTOIGNITION ! .,
(test method) | 22 [ redopencue TEMPERATURE : 960 F
FLAMMABLE LIMITS IN AIR, % by volume I LOWER . 18 UPPER | 10
EXTINGUISHING Use carbon dioxide or dry chemical for srnall firs.
MEDIA Use alcohol-type foam for large fires.

SPECIAL FIRE FIGHTING

PROCEDURES None
UNUSUAL FIRE AND N
EXPLOSION HAZARDS one

EMERGENCY PHONE NUMBERS

Dr.C. U. Derneht, 212/551-4785; 914/946-0646 {rmght}
Dr. K. S. Lane, 212/551-4787; 914/666-3656 (night)
C. P. Carpenter, Ph.D., 412/327- 1020 412/241-7896 (mght)
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THRESHOLD LIMi™ /ALUE

V. HEALTH HAZARD DATA

200 ppm.

o,

*ECTS OF OVEREXPOSURE

p—

_irritation of nose, throat and eyes. Headache, nauses, vomiting.

EMERGENCY AND FIRST
AID PROCEDURES

¢ STABILITY

UNSTABLE STABLE

— v
INCOMPATIBILITY
jmlurills to avoidl

s

Remove to fresh air and call a physician. Flush skin and eye contact with water.
1f swallowed, induce vomiting and call a physician.

V. REACTVITY DATA

CONDITIONS

TO-AVOID None

N .

HAZARDO
DECOMPOSITION PRODUCTS

HAZARDOUS POLYMERIZATION

May Occur Will not Occur

-— v

__STEPS TO BE TAKEN
" MATERIAL IS RELEASED
ASPILLED

Thermal decompasition may produce carbon monoxide and/or carbon dioxide.

CONDITIONS
To AvOID ?‘°f"

ey

VI. SPILL oﬁ LEAK PROCEDURES

Eliminate all sources of ignition. Flush with large volumes of water.

~

WASTE DISPOSAL METHOD Atomize into an incinerator.
Vil. SPECIAL PROTECTION INFORMATION
PROTECT! '
RESPIRATORY PROTECTION At urpose can . Chemical cartridge respirator.
VENTILATION [LOCAL EXHAUST| _ Preferred | speciaL None )
' ECHANICAL , | OTHER N
{generst) Acceptabls- one
PROTECTIVE GLOVES Rubber gloves  ETECTION ! Face shield
OTHER PROTECTIVE T 3 .
EQUIPMENT _ Nore : R e

PRECAUTIONARY LABELING

Viil. SPECIAL PRECAUTIONS

METHYL ETHYL KETONE
WARNING! FLAMMABLE. BREATHING OF VAPORS MAY BE HARMFUL.
LIGUID AND VAPOR CAUSE EYE IRRITATION.
Keap away from heat, sparks, snd fire. Do not leave container open. Use with adequate
ventilation. Avoid prolonged or repeated breathing of vapor. Avoid prolonged or repeated
contact with skin. Avoid contact with eyes.

FOR INDUSTRY USE ONLY

//\

JTHER HANDLING AND
STORAGE CONDITIONS
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